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NOTE:

MECHANICAL CONTRACTOR TO SCAN/X—RAY EXISTING
—FLOOR TO DETERMINE LOCATION/ROUTING, SIZE AND
INVERT OF EXISTING DRAINAGE SERVING EXISTING &
PROPOSED RENOVATION SPACES.

t]EE[i

NOTE:

CONTRACTOR TO ALLOW FOR DRAINING AND DISPOSING |
i ENTIRE SCHOOL DOMESTIC/ HEATING SYSTEM (OR PIPE
i FREEZING AS REQUIRED) TO SUIT RENOVATION WORK

EXISTING SANITARY PIPING — |
TO BE CUT BELOW ‘ |
FINISHED FLOOR, CAPPED |
AND REMOVED BEYOND |

COMPLETE.

N

EXISTING 15¢ H&CW
PIPING TO BE CUT,
CAPPED & REMOVED ——
BEYOND COMPLETE.

4o

s

AN

Y
|

—

PARTIAL

]

O
tEié

PLUMBING & DRAINAGE DEMOLITION

PLAN —

SCALE: 1:100

SYSTEMS

CONTACT:

®

GENERAL DEMOLITION NOTES

EXISTING MECHANICAL ITEMS NOT SHOWN SHALL REMAIN
UNLESS NOTED OTHERWISE.

EXISTING MECHANICAL ITEMS SHOWN BUT NOT NOTED
AS BEING REMOVED OR RENOVATED SHALL REMAIN AS
PRESENTLY INSTALLED AND OPERATING.

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFYING ON SITE ALL LOCATIONS AND SIZES OF ALL
SERVICES & EQUIPMENT PRIOR TO THE COMMENCEMENT
OF WORK.

ALL OPENINGS THAT RESULT FROM THE REMOVAL OF
EQUIPMENT OR SERVICES SHALL BE NEATLY PATCHED
WITH SUITABLE NEW MATERIALS TO SUIT EXISTING
CONSTRUCTION.

PLUMBING VENTS ARE NOT INDICATED OR IDENTIFIED.
REMOVE ALL REDUNDANT VENTS WHILE MAINTAINING
INTEGRITY OF EXISTING SYSTEMS TO REMAIN.

REMOVAL OF EXISTING PIPING, OR DUCT SYSTEMS
INCLUDES REMOVAL OF ALL HANGERS, INSULATION,
FITTINGS, ETC.

MAINTAIN INTEGRITY OF EXISTING SYSTEMS THAT ARE TO
REMAIN OR BE MODIFIED.

INSTALL NEW SYSTEM OR SERVICES WHERE REQUIRED
TO MAINTAIN SYSTEM OPERATION PRIOR TO DEMOLITION
OF EXISTING SERVICES.

THIS CONTRACTOR IS TO REMOVE & REPLACE CEILINGS
AS REQUIRED FOR REMOVAL/REPLACEMENT OF
SERVICES.

closely as actual bu

The contractor shall verify all dimensions and report all errors
a:\d d:sirepanaes to the Consultant before commencement of

e work.
The drawings show gleperal arrangement of services. Follow as

uilding construction will permit. Obtain

approval for relocation of service from Consultant before
commencement of the work.
The drawings do not indicate all offsets fitting and accessories
which may be required. Provide the same to meet the required
conditions.
Drawings and specifications, etc., prepared and issued by the
consulfant are the property of the consultant and must be
returned at the completion of the project. These documents
are not to be duplicated or copied without the consent of the
Consultant. Do not scale this drawing.
© 2024 DEl & Associates Inc.

Kawartha Pine Ridge

PARTIAL PLAN

— HVAC DEMOLITION

SCALE: 1:100

SPECIFIC DEMOLITION NOTES

10.

11.

EXISTING PLUMBING FIXTURE TO BE REMOVED
COMPLETE. CAP SERVICES CONCEALED IN WALL/FLOOR
AND REMOVE BEYOND COMPLETE. PATCH AND MAKE
GOOD ALL SURFACES.

EXISTING GRILLE TO BE REMOVED COMPLETE.
EXISTING DIFFUSER TO BE REMOVED COMPLETE.

REMOVE EXISTING PNEUMATIC/DDC THERMOSTAT
COMPLETE. EXISTING PNEUMATIC TUBING TO BE CUT,
CAPPED AND ABANDONED IN PLACE. PROVIDE S.S.
COVER OVER EXISTING OPENING AS REQUIRED.
CO—ORDINATE WITH BAS CONTRACTOR.

EXISTING DDC THERMOSTAT TO BE REMOVED COMPLETE.

EXISTING SUPPLY AIR DUCT TO BE CUT AND REMOVED
BEYOND COMPLETE.

EXISTING REHEAT COIL TO BE REMOVED COMPLETE.

EXISTING ELECTRIC/PNEUMATIC TCV IN CEILING SERVING
REHEAT COIL TO BE REMOVED COMPLETE. EXISTING
PNEUMATIC TUBING TO BE REMOVED COMPLETE.
CONCEALED PNEUMATIC TUBING TO BE CAPPED AND
ABANDONED IN PLACE. CO—ORDINATE WITH BAS
CONTRACTOR.

EXISTING HWS&R PIPING TO BE CUT, CAPPED AT MAIN,
AND REMOVED BEYOND COMPLETE.

EXISTING HWS&R PIPING TO BE CUT AND REMOVED
BEYOND COMPLETE.

EXISTING FAN AND ALL ASSOCIATED COMPONENTS TO
BE REMOVED COMPLETE.

NOTE:
OBTAIN THE SERVICES OF ANALYSTS OF PNEUMATIC
LTD. FOR ALL PNEUMATIC DEMOLITION. r=o T
DAVE STRAIN PHONE: (905) 840-2333 153 |
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[i————|

CONNECT NEW 80¢

SANITARY PIPING

TO EXISTING 150¢

SANITARY PIPING

CONNECT NEW 50¢
SANITARY PIPING
TO EXISTING 1509
SANITARY PIPING

15¢

-— . ——158- -

7"

15¢

N 150

APPROXIMATE LOCATION OF -
EXISTING SANITARY MAIN.
CONTRACTOR TO
SCAN/E—RAY FLOOR TO
VERIFY LOCATION OF
SANITARY PIPING

e

| [Oo¢

PARTIAL

O—
—Ql—

dall
il \
CONNECT NEW 25¢ —Z

—

CW & 208 HW
PIPING TO EXISTING
H&CW MAIN OF
! — ———SUITABLE SIZE —
\ / s-1 [ ‘
I
R wll
-
\"\7

% N
t]Ed

PLAN —

PLUMBING & DRAINAGE RENOVATION

SCALE: 1:100

209 CW, 25¢ TW, & 209 HW
N TO THERMOSTATIC MIXING
VALVE.

=

“ICONNECT NEW S—1 TO
| EXISTING H&CW AND SANITARY
PIPING. PROVIDE NEW
SOLATION VALVES.

MODIFY/OFFSET NEW PIPING

WITHIN MILLWORK AS REQUIRED.

;400200

48"L

CUT IN NEW FIRE SMOKE

TT
\
\
\

|
A
|
|

+
|
|
|
|
!
|
|

1200x350 TRANSFER
GRILLE. REFER TO
DETAIL

EXISTING BAS PANEL.

MODIFY/EXPAND AS
REQ'D TO SUIT NEW
DDC CONTROLLED
REHEAT COILS

DAMPER TO EXISTING
450x200 SUPPLY AIR DUCT.

FrE2 : pe—+
- = o %%
TE M 0 .
1000x350 TRANSFER _ a
GRILLE. REFER TO DETAIL K |
750x350 TRANSFER - EF 3102
GRILLE. REFER TO DETAIL | o
FEC A el 241 ' |
PROVIDE FLEXIBLE
\ CONNECTION
Ef%f CONNECT NEW 1509
Iz ggvéL | SUPPLY AIR DUCT
- = FF TO EXISTING 1509
D 6.3 MBH o | SUPPLY AIR DUCT
\\7 TYP OF 2 |
\__ PROVIDE FLEXIBLE N
CONNECTION i
|
|

400x200 BRICK VENT
C/W PERIMETER FLANGE
AND ACCESS DOOR.
REFER TO DETAIL

N

\

\ — |

\ \

\ \

\ \

\ \

\ \

\ \

| |

\ \

e — O O ——— ~ |

T
/ 3 ﬁ
—_—

PARTIAL PLAN —

HVAC RENOVATION

SCALE: 1:100

GENERAL RENOVATION NOTES

CLEAN AND VACUUM EXISTING DUCTWORK ADJACENT TO
NEW CONNECTIONS + 10°—0" IN EACH DIRECTION.

REFER TO ARCHITECTURAL MILLWORK DRAWINGS FOR
LOCATION OF FIXTURES.

COORDINATE UNDER FLOOR PIPE SLEEVES AND
DRAINAGE PIPING.

CO—ORDINATE ROUGH—IN AND MOUNTING HEIGHTS OF
FIXTURES WITH MILLWORK AND ARCHITECTURAL DETAILS.

PROVIDE VENTING FOR SANITARY FIXTURES TO OBC
REQUIREMENTS. CO—ORDINATE VENTS THRU ROOF WITH
GENERAL CONTRACTOR. MAINTAIN MINIMUM 3600MM
(12'-0") BETWEEN SANITARY VENT AND ALL AR
INTAKE/EXHAUST OPENINGS.

CO—ORDINATE ANY OWSJ BRIDGING RELOCATION OR
REMOVAL/REPLACEMENT WITH THE GENERAL
CONTRACTOR. PAY ALL COSTS REQUIRED TO MODIFY
BRIDGING FOR INSTALLATION OF DUCTWORK.

COORDINATE FINAL LOCATION OF GRILLES/DIFFUSERS
ON SITE.

REFER TO DEMOLITION DRAWINGS FOR EXTENT OF
EXISTING PIPING ABOVE CEILINGS TO REMAIN.

NOT ALL EXISTING PIPING, DUCTWORK, WIRING, ETC. IS
INDICATED. IT IS THE RESPONSIBILITY OF THIS
CONTRACTOR TO REVIEW ALL EXISTING CONDITIONS ON
SITE AND MAKE SURE ALL PIPING, DUCTWORK, WIRING,
ETC, CAN BE INSTALLED AS INDICATED PRIOR TO
SUBMITTING TENDER PRICE.

ALL EXPOSED CONTROL WIRING IS TO BE IN WIREMOLD

The contractor shall verify all dimensions and report all errors

a:\d disirepancies to the Consultant before commencement of
e work.

The drawings show gleperal arrangement of services. Follow as

closely as actual building construction will permit. Obtain

approval for relocation of service from Consultant before

commencement of the work.

The drawings do not indicate all offsets fitting and accessories

which may be required. Provide the same to meet the required

conditions.

Drawings and specifications, etc., prepared and issued by the

consulfant are the property of the consultant and must be

returned at the completion of the project. These documents

are not to be duplicated or copied without the consent of the

Consultant. Do not scale this drawing.

© 2024 DEl & Associates Inc.

Kawartha Pine Ridge

SPECIFIC _RENOVATION NOTES

PROVIDE NEW DDC THERMOSTAT

CONNECT NEW 20¢ HWS&R PIPING TO EXISTING HWS&R
MAIN OF SUITABLE SIZE.

CONNECT NEW 20¢ HWS&R PIPNG TO EXISTING 20¢
HWS&R PIPING

CONNECT NEW 450x200 DUCT TO EXISTING 450x200
DUCT

CONNECT NEW 300x150 DUCT TO EXISTING 300x150
DUCT

CONNECT NEW 400x200 DUCT TO EXISTING 400x200
DUCT

CONNECT NEW 200x125 DUCT TO EXITING 200x125
DUCT

CONNECT NEW 300x200 DUCT TO EXISTING 300x200
DUCT

CONNECT NEW 150¢ EXHAUST DUCT TO EXISTING 1509
EXHAUST DUCT.

CONNECT NEW EXHAUST GRILLE TO EXISTING DUCT.
EXTEND/MODIFY EXISTING DUCT TO SUIT.

NO. ISSUES DATE BY
1 ISSUED FOR COORDINATION 07.02.24 MW
2 ISSUED FOR TENDER REVIEW 23.02.24 MW
3 ISSUED FOR TENDER 11.03.24 MW
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MULTIPLE SPIN—IN COLLAR

BD! BD!

INSTALLATION

FINISHED ROOF ‘\
STEEL JOIST —a%—]_ T~ JoisT cup
\4 AR DUCT

>

7 |
50mm —= / THREADED ROD

N
180mm _ T e

MIN. ~ \ N
38x14x1.6 MINIMUM

STEEL CHANNEL

j 3 T

FINISHED CEILING 4/

DUCT SUPPORT IN CEILING FROM STEEL FRAME

— FAN
FLEXIBLE CONNECTION

DUCT TRANSITION
[ AS REQUIRED

ROD

VIBRATION _
ISOLATION
(TYPICAL)

CEILING —\
™
d //
FAN GRILLE ——

THREADED _—?

NOTED ON PLAN
FIRE DAMPER

EXHAUST FAN WITH FIRE DAMPER/RADIATION SHIELD

L EXHAUST DUCT. SIZE AS

ACCESS COVER. TOP OF
COVER TO BE FLUSH W/
OF FLOOR

CLEANOUT WITH HEAVY DUTY
TOP_\
FINISHED FLOOR

WASTE LINE

e

LENGTH TO SUIT

WASTE LINE —\

CLEANOUT

The contractor shall verify all dimensions and report all errors

a:\d disirepancies to the Consultant before commencement of
e work.

The drawings show gleperal arrangement of services. Follow as

closely as actual building construction will permit. Obtain

approval for relocation of service from Consultant before

commencement of the work.

The drawings do not indicate all offsets fitting and accessories

which may be required. Provide the same to meet the required

BRANCH DUCT
(FLEXIBLE & RIGID
DUCT SIMILAR)

/— SUPPLY DUCT

SPIN—IN COLLAR ADAPTER SEAL
JOINT WITH MASTIC SEALER C/W

DAMPER & OPERATOR MARK
LOCATION OF BALANCING
DAMPER AFTER BALANCING

SPIN—IN COLLAR

INSTALL CABINET WALL TO WALL

STRAINER

TCV C/W ACCESS

DOOR

AV C/W SCREWDRIVER OPERATOR
WHEN FED FROM BELOW \

AV ]
LA 11 11 e

O & sv
e e 16H-I-

\ CABINET —/

FINISHED FLOOR DRAIN VALVE

RETURN IN CABINET (RIC) WHERE—/
INDICATED C/W EXPANSION

COMPENSATORS @ 6000mm (20°_0")
0.C., MIN. ONE (1) PER RETURN PIPE

\—PROVIDE EXPANSION
COMPENSATORS BETWEEN
EACH RADIATION ELEMENT

HEATING RADIATION PIPING

EXTERIOR WALL

BACKDRAFT DAMPER

I 1 i
o : L _
| | |
= ' \
S
(S ! 4 /
|'/ | | r o
_ _
: EXHAUST DUCT. SIZE
BRICK VENT —m8M8 I AS NOTED ON PLAN
SLOPE BOTTOM
CAULK OPENING BETWEEN —
DUCT SLEEVE AND OF PLENUM
EXTENSION I
BRICK VENT

| / DUCT SLEEVE
| THERMAL INSULATION
| AS SPECIFIED
_/ 7/— ACCESS DOOR
-

SEAL & FASTEN WITH
NEXUS JOINTS
AROUND ALL SIDES

AIR VENT C/W SCREW
DRIVER OPERATOR

2—WAY TEMPERATURE
CONTROL VALVE ]\_|\
£y

HOT WATER
SUPPLY &
RETURN TO MAINS

TRANSITION
/ TO SUIT

_— REHEAT COIL
MOUNTED
EXTERNAL OF
DUCTWORK

DUCTWORK

DRAIN VALVE WITH HOSE
END, CAP & CHAIN

DUCT REHEAT COIL

ACCESS DOOR UPSTREAM
AND DOWNSTREAM OF
HEATING COIL

PIPING WITH 2—WAY VALVE

TRANSFER DUCT WIDTH
AND DEPTH AS INDICATED \
ON PLAN C/W ACOUSTIC

RETAINING
ANGLES

--=§: ol
<""_

LINING AS SPECIFIED

PROVIDE FIRE OR FIRE—
SMOKE DAMPER WHERE
INDICATED

DUCT SLEEVE

3x WIDTH

— 100

CEILING

TRANSFER DUCT

CARRIAGE
BOLT & NUT

NEXUS CORNERS

/

N NEXUS CLEAT

NEXUS FLANGES
/E |

INTEGRAL SEALANT

NN

NEOPRENE GASKET

EXPLODED VIEW
OF TYPICAL

CORNER
NOTE: 35mm

SEAL CORNERS
WITH DUCT SEALANT

DUCT CONSTRUCTION

SHEET METAL DUCT

R I R N R I R N

X

‘
s
N
'
x
X

b

%

DUCT LINER

\— 25mm (17) THICK

RIGID DUCT LINER

FASTENERS

(TYPICAL) PINNED INTO PLACE

12" 0.C. MAXIMUM
(TYPICAL)

NOT MORE THAN 2"

FROM EDGE OF LINER NOTE:
ALL TRANSVERSE AND

LONGITUDINAL EDGES OF LINER
TO BE COATED WITH ADHESIVE

ACOUSTIC LINING

DUCT LINER GLUED &

15" SLOPE
MAXIMUM

B
15" SLOPE
MAXIMUM
TURNING VANES
IN FRAME
IN DUCTWORK

NOTE:
PROVIDE TURNING VANES WHERE
CENTRELINE RADIUS IS < 1 1/4 W

B=OFFSET

L=3.7 * B (MINIMUM)

DUCT ELBOWS AND TRANSITIONS

MAX. 1500mm ~
(607)

—

/— DUCT SLEEVE

SMOKE DAMPER

16 GA ANGLE ALL 1
AROUND DUCT
BREAKAWAY JOINT
COMBINATION FIRE - \
L L]

<= ()| Access n Alz'ﬁw ACCESS| <=
DOOR g DOOR
N ~_ 2 4 \\EL
DUCT MOUNTED —/ ' L
SMOKE DETECTOR puct

(DOWNSTREAM OF
DAMPER)

ACTUATOR

MINIMUM 40mm (1 1/2")
OVERLAP PAST WALL OPENING

— SMOKE BARRIER
AND FIRE RATED
WALL AND WHERE
INDICATED

COMBINATION FIRE/SMOKE DAMPER INSTALLATION

OwsJ TOP conditions.

CHORD Drawings and specifications, etc., prepared and issued by the
consulfant are the property of the consultant and must be
returned at the completion of the project. These documents

/ P - , are not to be duplicated or copied without the consent of the
“* '] - - Consultant. Do not scale this drawing.
© 2024 DEI & Associates Inc.

BEAM CLAMP —//

CLEVIS HANGER\

SADDLE = R

%——
PIPE —1 Kawartha Pine Ridge
HIGH DENSITY INSULATION NO. | ISSUES DATE | BY
1 ISSUED FOR COORDINATION 07.0224 | MW
2 ISSUED FOR TENDER REVIEW 230224 | MW
PIPE HANGER 3 | ISSUED FOR TENDER 10324 | MW
BACKFILL TO UNDERSIDE OF FIN.
FLOOR WITH 19mm CLEAR
CRUSHED STONE COMPACTED AT
150mm (67) LAYERS _\ FIN. FLOOR
' v .. 4 '4‘ . ~\‘ b A ) 8
UNDERFLOOR PIPING SIZE
AS NOTED ON PLANS
UNDISTURBED GROUND /™ @ \J =~ ~~~="7"777
\ =
@
150mm (6”) THK. MIN. ——————— v v v
GRANULAR "A” BEDDING AND 150mm .I g —
s " F © i
SO B
” ” §:\\\\\\\\ i_ e <
6" MIN. 6” MIN. §\>\\\\\ 4R :
(150mm) (150mm) \\\\“\\\\\\\\ ) ]
NOTE: COMPACT -
BACKFILL TO 95% AREA OF WORK
STANDARD PROCTOR|  |NTERIOR PIPE BEDDING Key Plan
/-PROVIDE WIRE SUPPORT AT
4 EACH CORNER. ATTACH TO
STRUCTURE.
—FIRE STOP FLAP
7 NO. REVISIONS DATE BY
il I I I I I I I I I I Iﬁl 55 Northland Road,
Waterloo, ON, N2V 1Y8
caune—" \ | Fo g 25 555
Website: deiassociates.ca
RETURN GRILLE Project Number: 24023
Consulting Engineers/|;
MECHANICAL | ELECTRICAL | AQUATIC
CEILING RETURN WITH FIRE FLAP
PROJECT:
1

DUCT_SUPPORT
7 TO STRUCTURE
PROVIDE 16 GA WIRE

SUPPORT AT EACH
——\ CORNER. ATTACH TO

STRUCTURE

~

FLEXIBLE DUCT —
SIZE AS NOTED

(HENENEEEN]|
N

FIRE STOP FLAP ——___ |
:\/_¥— EQUALIZING GRID
FIRE BLANKET ——\

654 Station Road, Colborne, ON
KPRDSB - GRAFTON PUBLIC SCHOOL

caune — V_w

\— SUPPLY AIR DIFFUSER

SIZE, TYPE &
CAPACITY AS NOTED

TYPICAL DIFFUSER WITH FIRE STOP FLAP
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REFER TO DRAWINGS
E202 & E302 FOR
WORK WITHIN THIS AREA. \

REFER TO DRAWINGS
E201 AND E301 FOR
WORK WITHIN THIS AREA.

= = = |
T VESTIBULE
AN N NN ‘ Jﬁ
ELECTRICAL ROOM — \ ,Z Z
N N N N E ‘
- - - A
N

Z_‘ | [m} [m}
IT ROOM
B /1 )

P[ . A J ﬁ

A =]/

AR} |
(\ T HEE .~ T T i} il i 'II
N

b

OVERALL PLAN

SCALE: N.T.S

ELECTRICAL SYMBOLS

NOTE: ALL SYMBOLS MAY NOT BE USED

The contractor shall verify all dimensions and report all errors
grr:d dlsrﬁrepanmes to the Consultant before commencement of
e work.

The drawings show g|enerol arrangement of services. Follow as
closely as actual building construction will permit. Obtain
approval for relocation of service from Consultant before
commencement of the work. . .
The drawings do not indicate all offsets fitting and accessories
which may be required. Provide the same to meet the required

GENERAL LIGHTING conditions.
Drawings and specifications, etc., prepared and issued by the
consultant are the property of the consultant and must” be
returned at the completion of the project. These documents
ER INDICATED EXISTING ITEM TO REMAIN LIGHT FIXTURE are not to be duplicated or copied without the consent of the
TYPE AS INDICATED Consultant. Do not scale this drawing.
© 2024 DEl & Associates Inc.
CEILING MOUNTED EXIT LIGHT
D DIDICATES EXISTING [TEM TO BE 80 | ARROWS DENOTE DIRECTION SHADING
INDICATES FACE
INDICATES EXISTING ITEM TO BE
R RELOCATED/IN RELOCATED POSITION B Bl | TWIN EMERGENCY LIGHTING FIXTURE
BATTERY UNIT WITH INTEGRAL TWIN s
GF GROUND FAULT EMERGENCY FIXTURE (/\_,
% EM-X| (EM—X INDICATES BATTERY UNIT Kawartha Pine Ridge
X-X | TYPE, DC—X INDICATES DC CIRCUIT, District School Board
WP WEATHERPROOF AND X—X INDICATES AC SOURCE
CIRCUIT NO. | ISSUES DATE | BY
RECESSED REMOTE EMERGENCY
TR TAMPER RESISTANT ¥ |FxTures 1 | ISSUED FOR COORDINATION 070224 | MEK
SINGLE POLE SWITCH (3=3 WAY, 2 | ISSUED FOR TENDER REVIEW 230224 | MEK
CLG CEILING MOUNTED $ 4=4 WAY, P=PILOT LIGHT, K=KEYED,
DM=DIMMER, M=MOTOR RATED) 3 ISSUED FOR TENDER 110324 | MEK
@ NOTE INDICATOR $°3 OCCUPANCY SENSOR
MECHANICAL ITEM NO. $%™ | ocCUPANCY SENSOR (DM=DIMMER)
® ZONE INDICATOR gE;ng%RczlLlNc MOUNTED MOTION
STANDARD CIRCUIT LABELING POWER PACK
Aeq—1 DIGITAL WALL STATION, 'XB’ DENOTES
NUMBER OF CONTROL BUTTONS IN
POWER PANEL LABEIJ—/ / SINGLE_GANG
CIRCUIT INDICATION
SWITCH LEG (IF APPLICABLE) my |RECESSED REMOTE EMERGENCY
B
POWER W0 | WALL MOUNTED MOTION SENSOR ' T T TIE
Al
- . HID _“lu
(2 DIRECT CONNECTION COMMUNICATIONS
—
WIRELESS ACCESS POINT. PROVIDE q \ A
- PANEL AS INDICATED % %" (21mm) C TO CABLE .
MANAGEMENT SYSTEM
vag FUSED DISCONNECT &  |cLock AS PER SPECIFICATIONS Key Plan
F UNFUSED DISCONNECT $°s P.A. CALL SWITCH
a WALL MOUNTED PA SPEAKER
MANUAL STARTER v (CS=COLUMN SPEAKER)
] MAGNETIC STARTER SINGLE COMPUTER OUTLET C/W %"
Vi |(21mm) C TO CABLE MANAGEMENT
SYSTEM. # INDICATES THE QUANTITY OF
[ ] COMBINATION MAGNETIC STARTER PORTS # Q
, COMBINATION SINGLE VOICE/ SINGLE
DVR DUAL VOLTAGE RELAY v COMPUTER OUTLET UNLESS OTHERWISE
## |NOTED C/W 1" (27mm) C TO CABLE
MANAGEMENT SYSTEM. # INDICATES THE
[*] ggsgaﬁ%ngNA:nggNPLfNUSANmY v QUANTITY OF ACTIVE PfRTs. LEFT
) VALUE_ALWAYS INDICATES VOICE.
WALL MOUNTED RECEPTACLE NO. | REVISIONS DATE | BY
qu (15A—120V) Vy CEILING MOUNTED SPEAKER
WALL MOUNTED T—SLOT RECEPTACLE AUXILIARY ROUGH—IN FOR USE AS
® (20A—120V) ®  |NoTeD. T
T—SLOT RECEPTACLE MTD. ABOVE Wateroo ON NaV 1v8
— . Phone: 519-725-3555
¥ COUNTER (20A—120V) © HANGER SYSTEM (REFER TO DETAILS) Fox sig7agasis
Project Number: 2402,
@ RECEPTACLE MTD. ABOVE COUNTER FIRE ALARM o o
(15A-120v) Consulting Engineersl
& QUAD RECEPTACLE § o0 END—OF—LINE RESISTOR MECHANICAL | ELECTRICAL | AQUATIC
SECURITY FIRE SMOKE DAMPER PROJECT:
SECURITY DETECTOR
=] (SURFACE MOUNTED) PA PROGRAM BELL GRAFTON PUBLIC SCHOOL
COMBINATION HORN,/STROBE INTERIOR RENOVATIONS

HEAT DETECTOR (135 DEGREE FIXED
TEMPERATURE)

DUCT TYPE SMOKE DETECTOR

SMOKE DETECTOR (RL=RELAY BASE)

PULLSTATION

654 Station Road, Colborne, ON
KPRDSB - GRAFTON PUBLIC SCHOOL
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The contractor shall verify all dimensions and report all errors
grr:d dlsrﬁrepanmes to the Consultant before commencement of
e work.

E=ELECTRICAL vl"\.f‘ 120VAC AS NOTED ON Tlhe tlirowingstshfvg gkejperol orrgrrag%ment 'I?f servjtcesab{'qllow as
Ip? closely as actual building construction wi ermit. ain
EQU I PM ENT WI RING SCH EDU I_E M=MECHANICAL | PLANS BY ELECTRICAL ADDRESSABLE CLASS ‘A opprozol for relocation gf service from Conpsultant before
0=0THERS [ TRADE commencement of the work. . .
solatin SUPERVISORY NC RELAY - L - "t'f" r:imwmgg do not éndg:otqdolltﬁﬁsets fit{mg on{i t%ccessoqlesa
Description Data Starter Control Device Deviceg Remote Items Interlock Remarks OPENS ON LOSS OF POWERK | N nditionsy ¢ required. Frovide the same fo meet the require
. NC | NO Drawings and specifications, etc. d and issued by th
¥4 — g i oueen oo
Z| 8 . 8 5 % 120V TO ACTUATOR SWITCHED OFF  _ _ _ | returned at the completion of the project. ~These documen
c 2 & 5| 22 Q <« = .13 18l &=l B3 |5 e | & c DURING ALARM CONDITIONS (BY OTHERS) ¢ — — — L — FINISHED CEILING e e D e s oy nout the consent of the
5 £ L | 2 = 2 |1 |2|98| 8 ol B| Bl O|lv Bel8 | & o ] i
2 < ) i) £ o > <} C Bl R © 2024 DEI & Associates Inc.
) el K} o o] — ol O [ 1] o 9 = 7] nl O | o 4 o > |+ > ~ ~ =
8 S8l Slo|3 |58 | S8R5 |3(5|E| g 2502l g8 [EP |3 |2Re|2] 8 | 8 8
o < 3 oo o ol N|v T N6 N 5| o [T = = 5
9 2|12 ol & | 2| E|ERT B ot |c|g|ol ol c|Eel 5| 5 2 |vELC=go E| o |ogl @ S 5 3 /
a 3| = ol @| €| ¢ cal € 25 & |0 X sl @ o £ |30 2| c |2 ol & [0 ] 7]
a a3 3%& 20 20 8 8 SE| 2 88%2 T |a g %g @ |[hE| F él’s - §5§}8§ 8 = g(?)‘ = £ £ a FIRE ALARM _ SUPERVISORY RELAY é
CONTROLLED THROUGH CLASS 'A’ ™ >¢ +-—-———HN—F—
EF—101) | EXHAUST FAN | M 120 |FHP |1 E E|E M| [ME| M| M DVR/BAS WIRING ><>7, -) ;_ _‘ U" ! _
CONTROLLED THROUGH ( MONITOR | __ __ __ _ - | E A KPR
EF—102 ) | EXHAUST FAN M |120 [FHP| 1 E E|E M M/E| M | M DVR/BAS MODULE L ALARM % EOL £ 3 (e~
I O N S —— - T RELAY E ° Kawartha Pine Rid
! D awartha Fine ridge
F'?:EAQ;ABX! ~ 7474 | L_ | giﬁ(E}SSB/EA%KSBIg)?LE\I 0 District School Board
LIGHTING CONTROL SYSTEMS SEQUENCE OF OPERATION WRING e — — - WALL MOUNTED AT \ N0 | tssues ote | oY
RECESSED 2 GANG BACKBOX IN DUCT SMOKE DETECTOR FINISHED FLOOR
SPACE TYPE GONTROL SEQUENCE / CONTROL DEVICE(S): CONTROL SYSTEM | DETAIL REFERENCE WALL MOUNTED AT 2250mm AFF. (Dg;/vr:dsg&mcgf SEPASATION 1 | ISSUED FOR COORDINATION 070224 | MEK
CLASSROOMS ON: LIGHTS WILL TURN ON TO 50% AUTOMATICALLY WHEN OCCUPANCY IS DETECTED. DIGITAL ROOM C/E102 WIRING DETAIL SEOUENGE OF OPERATIONS 2 | ISSUED FOR TENDER REVIEW | 230224 | MEK
CONTROL SYSTEM
OFF: 20 MINUTES AFTER THE AREA TIED TO A GVEN ROOM CONTROLLER HAS BEEN VACATED, THE LIGHTS WILL AUTOMATICALLY NOTES: 3 | ISSUED FOR TENDER 110324 | MEK
. NORMAL CONDITION:
ALARM CONTACT OPEN, AUXILIARY CONTACT CLOSED, AC POWER IS PROVIDED TO DAMPER ACTUATOR,
MANUAL: THE OCCUPANT CAN ADJUST LIGHTING TO DESIRED LEVEL VIA WALL STATION DIMMER. 1. ggg'gﬁ /'fJ?_g“'égz’:N?LET“I'_:%TOED#I'&)RES'STOR DEVICE MOUNTING HEIGHTS SHALL BE | S uor o™ ic” OREN.
CORRIDOR LIGHTS ARE TO BE ON 24/7/365 N/A N/A ALARM CONDITION:
2. MOUNT DEVICES WITHIN ACCESSIBLE LOCATIONS IN SERVICE ROOMS, WHERE POSSIBLE, :
IN THE VICINITY OF RESPECTIVE FIRE SMOKE DAMPER. DEVICES IN FINISHED SPACES To | pUARM CORTACT CLOSES, BULDING FIRE ALARM IS ACTIVATED, AUXILIARY CONTACT OPENS. AC POWER 1S
BE C/W FLUSH MOUNT DEVICE BOXES AND COVERS. DEVICE COVERS TO BE LABELLED :
PER CAN/ULC S524 (LATEST EDITION). SUPERVISION:
LIGHT FIXTURE SCHEDULE LOSS OF AC POWER, COVER LEFT OFF, WIRING ISSUE WILL CAUSE TROUBLE CONDITION. SUPERVISORY
A—FIRE/SMOKE DAMPER INSTALLATION DETAIL |CONTACT OPENS, MAN FIRE ALARM CONTROL PANEL WILL INDICATE TROUBLE, ADDRESSABLE MODULE WILL
. INDICATE DAMPER LOCATION. DAMPER POSITION IS NOT MONITORED BY FIRE ALARM CONTROL PANEL.
ltem Manufacturer/Catalog Number Voltage | Lamp [ Mounting | CRI [Listings Description SCALE: N.T.S.
A | COOPER CAT. #24FPSL2SCT3 120V |LED RECESSED | 80 | DLC [2'X4’ (610mmX1220mm) LED BACKLIT
LITHONIA CAT. #CPX 2X4 ALOS SWW7 M2 6300 DAMP | FLAT PANEL FIXTURE C/W FIELD
SIGNIFY CAT. #2SBP3550L8CS—4—UNV-DIM LUMEES LOC. |SELECTABLE LUMENS AND COLOUR \ 3
4000 TEMPERATURE, WHITE FROSTED LENS,
56.3W 10% 0-10V DIMMING DRIVER, AND —~/ / /S S S\ 5 120V UNSTITCHED CIRCUIT(S)
WHITE FINISH. \ 5 = BREAKER AS NOTED ON DRAWINGS | | | | [
LIGHT FIXTURE SETTING IS TO BE S o T T
” ” ” ” = 3
SET AT "4000K™ AND AT "MEDIUM (CEIUNG SPACE) 6 s éo %’;F %’I\__‘F CC)),I\-'IF .I o 4 [ }H -
(BRION PLANS) £ ¥& 5 : : - S
EXIT | AIMLITE CAT. #RPALWUMWHTUNVDC 12V/120V | LED SURFACE | N/A| N/A [LED EXTRUDED ALUMINUM PICTOGRAM - | @ —
LIGHTS| STANPRO CAT. #RMXLOWH—UDC 25 FIXTURE C/W GREEN FACE AND WHITE COMMUNICATION SYSTEM HANGER = nep1ep [ F— LOAD EUTRAL nodal  nodal  nodal ]
LUMACELL CAT. #LA3WUX WATT LEGEND, UNIVERSAL MOUNTING TO SUIT [PK] ———BLUE-{ 0—10V DIM DIX DIX DIX - e
(MAX.)AC WALL, END OR CEILING, AND MAXIMUM _:Vl_GAY ([38] ON PLANS) L
2 WATT 2.5" (63mm) THICKNESS. FACES AND MIN. 4" (100mm) BETWEEN BOTTOM
(Max.)pC CHEVRONS TO SUIT DRAWINGS. OF HANGER AND TOP OF CEILING Rl CLASS Il 0—10V WIRING PER
EMERG.| AIMLITE CAT. #RMSM212V4WLJWHT 12V [LED SURFACE | N/A | N/A [TWIN HEAD LED REMOTE MR16 FIXTURE 7 |_MANUFACTURER TO EACH Key Plan
LIGHTS| STANPRO CAT. #N2—06—12V4WLJWH 2-4W C/W COMPACT DESIGN, THERMOPLASTIC CEILING ASSEMBLY FIXTURE IN 21mmC
LUMACELL CAT. #MQM2LD7 MR16 CONSTRUCTION, WHITE COLOUR, FULL o
AIMING ADJUSTMENT, AND 360° 10 s o
ROTATION. S 5| [@] 120V UNSTITCHED CIRCUIT(S) FROM w &
@) |Z| LIGHTING PANEL AND BREAKER AS ELq
EMERG. AIMLITE #EBST12 SERIES: 12V/120V | LED SURFACE | N/A| N/A [LONG LIFE, SEALED RECHARGEABLE WALL NOTED ON DRAWINGS Ixy
BATT. [ EM—3 #EBST12036—2SM4WLRWHT—ATD 2—-4W BATTERY PROVIDING MINIMUM © 3
STANPRO CAT. #SLX12 SERIES MR16 EMERGENCY WATTAGE AS NOTED BY THE w - — —
12V 4W (MINIMUM) LED HEADS AND ([K]JON PLANS) = Y@ [PK] E—]
LUMACELL CAT. #RGS SERIES AUTOTEST FEATURE 2 “oav)| ]
EM—3 #RG12S361LD7ATN : ~ - @ — ON
N?g:(]e ° o-1ov o [~ {NEUTRAL Rt OFF
———BLUE] *
NOTES: I — o nodal DIX
(1) LED LUMEN VALUES QUOTED FOR FIXTURES ARE TO BE CONSIDERED MINIMUM, AND AS ABSOLUTE OR DELIVERED LUMENS. LUMEN 2 RN
VALUES SHOULD NOT EXCEED MORE THAN 10% OF SPECIFIED OUTPUT. ke = CLASS 1| 0-10V WIRING PER ([E ON PLANS) NO. | REVISIONS DATE | BY
(& . _
(2) EQUAL MANUFACTURERS/SUPPLIERS MUST CONFIRM THE PROPOSED FIXTURE BY EMAIL WITH CONSULTANTS OFFICE A MINIMUM OF DA O R Asm o soaas. T N RECIRER TOEACH
10 DAYS PRIOR TO TENDER CLOSE. OCCUPANCY
2. HANGERS ARE TO BE INSTALLED IN LINE ALONG LENGTH OF = @ SENSOR 55 Northland Road,
IF THERE ARE ANY DISCREPANCIES BETWEEN THE FIXTURE PART NUMBER AND DESCRIPTION, IT IS THE RESPONSIBILITY OF THIS CORRIDOR AT MAXIMUM 4'—0" (1200mm) INTERVALS. = (GEJON PLANS) Wateroo ON, Nav e
CONTRACTOR TO BRING THESE TO THE ELECTRICAL CONSULTANT'S ATTENTION PRIOR TO TENDER CLOSE. NO EXTRAS WILL BE Fax 519790 2818
ENTERTAINED FOR FAILURE TO DO SO. FINAL FIXTURE CHARACTERISTICS AND DESCRIPTION WILL BE MARKED BY CONSULTANT AT 3. REFER TO SPECIFICATION FOR ALTERNATE TO USE WIRE CM PDT 9 Website: derasodiates.ca
TIME OF SHOP DRAWING REVIEW. MESH CABLE TRAY. (QUANTITY PER Project Number: 24023
PLANS) Consulting Engineersl
MECHANICAL | ELECTRICAL | AQUATIC
B—WALL MOUNTED CABLE HANGER DETAIL C—LIGHTING SEQUENCE DETAIL PROJECT:
SCALE: N.T.S. SCALE: N.T-S.
SUSPENDED CEILING 20" (500mm) INTERIOR RENOVATIONS
\f | } 6" (150mm MIN.)
FIRE ALARM HORN/STROBE (]
2 I LIGHTING FIXTURES
: (QUANTITY PER DRAWINGS)
CLOCK (REFER TO SPECIFICATION :
( ) VARIES TO SUIT CEILING HEIGHT DUPLEX OUTLET T WALL MOUNTED PROJECTOR ———— 654 Station Road, Colborne, ON
DATA OUTLET BY OTHERS - o
WALL ASSEMBLY AR ) KPRDSB - GRAFTON PUBLIC SCHOOL
( P.A. SPEAKER) mm T m CEILING
REFER TO SPECIFICATION
SLEEVE AS PER SPECIFICATION LED LIGHTING FIXTURES WITH SINGLE
BLANK OUTLET s+ +— CIRCUIT DRIVER. REFER TO FIXTURE _
(1) FIRE STOP MATERIAL m 12" (300mm) SCHEDULE. _ DRAWING:
|/ CLASSROOM THERMOSTAT WHERE —— | -
NOTED ON MECHANICAL DRAWINGS .. |
K ‘;g’o KL 12 300mm - !
HEED CLASSROON LiGHT (300mm) D) i | SCHEDULES & DETAILS
CONTROL STATIONS (AS SHOWN ON Rl .
? (g PLAN—DOOR  SIDE) WHITE BOARD SMART BOARD WHITE BOARD || 11365mm L
|
PA CALL SWITCH C/W WALL | P
/ \ MOUNTING COVERPLATE NOT T((S’ngﬁgﬁg ;ég’omm L
‘ : }—<> |
ELECTRICAL RACEWAY FIRE RETARDANT CAULKING@ g Ygs | —f] |:|_[ 406mm i :
\ {7 FINISHED FLOOR L
. _ d L
QUAD OUTLET AUXILIARY OUTLET 300mm QUAD OUTLET L
DUPLEX RECEPTACLE(S) DUPLEX OUTLET AMPLIFIER L
/& CHARGING TOWER (BY OTHERS) 120V UNSTITCHED CIRCUIT FROM N ————+t—- CI‘
FINISHED FLOOR LEVEL 6" (150mm) (BY OTHERS) ';'g HJICF)\IT%DP,%FLELDSXIVBIN%I;EAKER ) Dos ( $os ON DRAWINGS)
NOTES: NOTES:
1 ALL DIMENSIONS TO BE CONFIRMED ON SITE WITH ARCHITECT AND CONSULTANT. AL DEVICES ARE To BE SURFACE MOUNTED TO EXISTING WALL USING WIREMOLD /
1. NOTE: FIRE STOP MATERIAL AND CAULKING MUST CONFORM ‘ B B A
TO SPECIFICATION, ULC ASSEMBLY AND LOCAL AUTHORITIES 2 CONSOLE PROVIDED AND INSTALLED BY GENERAL TRADES PER ARCHITECTURAL V700 SERIES SURFACE RACEWAY AND BACKBOXES. SINGLE GANG PAIR/DUAL TECHNOLOGY
HAVING JURISDICTION. SUBMIT SHOP DRAWING. DETALLS. DEVICES BY ELECTRICAL CONTRACTOR AND SUB—CONTRACTORS UNLESS WALL SENSOR (AS NOTED ON DRAWINGS).
. REFER TO SPECIFICATIONS.
BARRY BRYAN DESIGN BY: DOC_ CONTROL:
3 MOUNTING HEIGHT OF CONTROL SWITCHES AND T—STAT IS NOT TO EXCEED ASSOCIATES MEK DATE:
1200mm AS PER 0.B.C. 3.8.1.5. ADJUST LAMINATE PANEL SIZE TO SUI.
Architects DRAWN BY: % COMPLETE:
Engineers MEK
D—WALL MOUNTED SLEEVE DETAIL F—MILLWORK CONSOLE DEVICE MOUNTING DETAIL| | F=PROJECTION SCREEN LAYOUT DETAIL G—OCCUPANCY CONTROL — SINGLE RELAY e ™
SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S. Suite 201 ——
Whitby, Ontario .
P FEB 2024
Tel: (905) 666-5252 SCALE:
Fax: (905) 666-5256 AS NOTED
e-mail: bba@bba-archeng.com FILE:
PROJECT NO: DRAWING NO:

24006 E102




The contractor shall verify all dimensions and report all errors
and discrepancies to the Consultant before commencement of
the work.

The drawings show
closely as actual building construction will
approval for relocation of service from Consultant before
commencement of
The drawings do not indicate all offsets fitting and accessories
which may be required. Provide the same to meet the required
conditions.

Drawings and specifications, etc.
consultant are
returned at the completion of the pm{ect. These documents
are not to be duplicated or copied wi

Consultant. Do not scale this drawing.

© 2024 DEI & Associates Inc.

eneral arrangement of services. Follow as
permit. Obtain

the work.

prepared and issued by the
e property of the consultant and must be

3

hout the consent of the

Kawartha Pine Ridge

NO. ISSUES DATE BY
1 ISSUED FOR COORDINATION 07.02.24 | MEK
2 ISSUED FOR TENDER REVIEW 23.02.24 | MEK
3 ISSUED FOR TENDER 11.03.24 | MEK

NO. REVISIONS DATE BY

55 Northland Road,
Waterloo, ON, N2V 1Y8
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Fax: 519-725-2515
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GRAFTON PUBLIC SCHOOL
INTERIOR RENOVATIONS
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- ER’ DENOTES EXISTING ITEM TO REMAIN. SCALE: 1:100
—  EXISTING ELECTRICAL EQUIPMENT NOT SHOWN SHALL REMAIN UNLESS NOTED OTHERWISE.
— R’ INDICATES EXISTING ITEM TO BE RELOCATED. REFER TO RENOVATION DRAWINGS AND
RELOCATE DEVICE AND WIRING TO SUIT. UNLESS OTHERWISE NOTED.
—  ’D' INDICATES EXISTING ITEM TO BE DELETED. UNLESS OTHERWISE NOTED DISCONNECT AND
REMOVE NOTED DEVICE AND WIRING BACK TO SOURCE. ’ ,
—  ALL LIGHTING FIXTURES BEING RELOCATED SHALL BE CLEANED AND CHECKED PRIOR TO EXISTING PANEL PP—H
BEING REINSTALLED.
VOLTAGE: 120/240 VOLTS
—  ALL MATERIALS REMOVED UNDER DEMOLITION, NOT TO BE RELOCATED OR DESIGNATED TO PHASE: 1—PH, 3W
BE TURNED OVER TO THE OWNER, SHALL BECOME PROPERTY OF THE CONTRACTOR AND MAINS: 225A
SHALL BE REMOVED COMPLETELY FROM THE SITE. MOUNTING: RECESSED
NOTES:
KINDERGARTEN S LTS _15A 1 2 o~ 15A KINDERGARTEN ROOM PLUGS
SPECIFIC DEMOLITION NOTES ROOM 9 KINDERGARTEN LTS 20A ~—~ 3 4 ~~ 15A OUTSIDE PLUG/HALL PLUG
O O O O
1 ALL EXISTING LIGHT FIXTURES IN AREA SHOWN SHALL BE DISCONNECTED AND REMOVED 9  INDICATES EXISTING EMERGENCY BATTERY UNIT C/W DUPLEX RECEPTACLE TO BE MAIN SERVERS _15A &% 5 6 5o 154 EMER. LTS WEST RM/CLOCKS
COMPLETE. MAINTAIN EXISTING LIGHTING CIRCUIT FOR CONNECTION TO NEW LIGHT FIXTURES DISCONNECTED AND RELOCATED. REWORK/EXTEND EXISTING WIRING AND CONDUIT AS SPARE _15A 7 8 s 15A H/C GFI REC. ROOM 9
AS SHOWN ON RENOVATION PLANS FOR A COMPLETE WORKING SYSTEM. REQUIRED TO SUIT NEW LOCATION AS SHOWN ON RENOVATION PLANS FOR A COMPLETE ROOM 8A LTS 15A ~~ 09 10 ~~ 15A ROOM 128 PLUGS
WORKING SYSTEM. REFER TO RENOVATION DRAWINGS FOR CONTINUATION. ROOM 88 LTS 15A —"T17 > CT1en 88 Rl REC
2 INDICATES EXISTING IT RACK C/W UPS UNIT AND ALL ASSOCIATED COMPONENTS TO BE 5o 5
RELOCATED ALONG WITH ALL ASSOCIATED COMPONENTS. CONTRACTOR SHALL MAKE NOTE 10  INDICATED DEVICE SHALL BE LOWERED TO 1200mm (48”) AFF. AT PRESENT DEVICE ROOM 8C LTS _15A 13 14 .~ 15A ROOM 133 PLUGS
OF ALL COMMUNICATION CABLES/TERMINATIONS (PORTS) PRIOR TO DISCONNECTING CABLES. LOCATION, PROVIDE SHALLOW WIREMOLD BOX, WIREMOLD 700 SERIES FEED DOWN TO NEW ROOM 132 LTS 15A -~ 15 16 ~~ 15A HALL PLUGS
CONTRACTOR SHALL ALLOW FOR 150 CABLES. REFER TO RENOVATION PLAN FOR BOX, AND DEVICE AT INDICATED HEIGHT. 5 o 5 o
CONTINUATION. H/C DOOR OPENER 15A O/\c17 180/\C 15A PLUGS
11 INDICATES EXISTING GFI RECEPTACLE TO BE DISCONNECTED AND REMOVED COMPLETE. SPARE 15A ~— 19 20 ~~ 15A EMERG. LTS GYM
3 INDICATES EXISTING 2" CONDUIT IN CEILING, FOR COMMUNICATION CABLES. CONTRACTOR SHALL EXTEND AND REWORK EXISTING CIRCUIT TO SUIT NEW COUNTER SPARE 15A T o > en SPARE
LOCATION FOR RECONNECTION. REFER TO RENOVATION DRAWINGS FOR CONTINUATION. E 5 o
4 INDICATES FIBRE OPTIC CORNING BOX MOUNTED ON WALL, TO BE RELOCATED. REFER TO TEACHERS ROOM LTS _15A ) 23 24 ./~ 15A SPARE
RENOVATION PLAN FOR CONTINUATION. 12 INDICATES EXISTING EMERGENCY LIGHTING FIXTURE TO BE DISCONNECTED AND REMOVED KINDERGARTEN ROOM LTS 15A -~ 25 26 ~~ 15A EXHAUST FAN
COMPLETE. 5 o & o
5  DENOTES EXISTING PANEL BOARD TO BE DISCONNECTED AND REMOVED COMPLETE. CIRLS SHOWER LTS _15A s 27 28 s 15A RECEPT. H/C WASH JAN/STO.
CONTRACTOR SHALL ISOLATE AT MAIN BREAKER 'MAIN PANEL' IN ELECTRICAL ROOM AND 13 MAINTAIN EXISTING CIRCUIT WIRING FOR CONNECTION TO NEW DEVICE AS SHOWN ON JANITORS /STORAGE ROOM LTS _15A -~ 29 30 ;. _15A STAFF ROOM FRIDGE
MAKE SAFE PRIOR TO COMMENCEMENT OF WORK. CONTRACTOR SHALL REFER TO RENOVATION PLANS.
RENOVATION DRAWING FOR NEW PANEL REPLACEMENT DETAILS. COUNTER PLUG LUNCH RM _15A s, 31 32 §p 15A ROOM 129 LTS
14 MAINTAIN EXISTING DATA CABLING COILED IN CEILING SPACE FOR RE—USE IN RENOVATION COUNTER STAFF RM GFI _20A  — 33 34 .~ 15A HALL LTS
6  INDICATES DUCT SMOKE DETECTOR LOCATED IN CEILING SPACE, TO BE REMOVED AND PLAN. COORDINATE WITH SCHOOL BOARD IT REPRESENTATIVE FOR RE—USE OF DATA COUNTER STAFF RM GFI 20A -~ 35 36 30A ROOF FAN UNIT
REPLACED AS PART OF FIRE ALARM CONTROL PANEL REPLACEMENT. REFER TO FIRE ALARM CABLING. ANY SPARE DATA CABLE DROPS AT END OF RENOVATION WORK SHALL BE ° o |0
RISER AND SPECIFICATIONS. REMOVED COMPLETE BACK TO SOURCE PATCH PANEL. SPACE _15A s, 37 38§y 2P
SPACE 15A ~— 39 40 ~~ 15A SPACE
7  INDICATED DEVICE SHALL BE REMOVED AND RE—INSTALLED TO ACCOMMODATE CEILING TILE SPACE 1A T 12 oA SPACE
2553@3%’3%"2 LE%ORK/EXTEND EXISTING WIRING AS REQUIRED TO SUIT NEW LOCATION ON 5o 5§
8  INDICATED SWITCH SHALL BE REMOVED COMPLETE. REWORK NEW CONTROLS AS NOTED ON )
RENOVATION. PLANS. PROVIDE BLANK STAINLESS STEEL COVERPLATE TO SUIT EXISTING NOTES: THIS CONTRACTOR IS TO INVESTIGATE BREAKERS AND REVISE PANEL SCHEDULES TO SUIT
BACKBOX. REMOVE CONDUIT IF /AND WHEN NECESSARY RENOVATION, NOTING ANY BREAKERS THAT BECOME SPARE DUE TO DEMOLITION. THIS
. . CONTRACTOR IS ALSO TO NOTIFY THE CONSULTANT OF ANY BREAKERS THAT ARE INDICATED TO
BE DEMOLISHED OR REUSED, BUT WHICH ARE IN USE BY OTHER DEVICES OR SERVICES.
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The contractor shall verify all dimensions and report all errors

g'?d dls;'ﬁ['epan01es to the Consultant before commencement of
e Wo

The drawings show general arrangement of services. Follow as

closely as actual building construction will permit. Obtain

approval for relocation of service from Consultant before

commencement of the work.

The drawings do not indicate all offsets fitting and accessories

whi%ht.moy be required. Provide the same to meet the required

conditions.

Drawings and specifications, etc., prepared and issued by the

consultant are the property of the consultant and must be

returned at the completion of the pro{ect. These documents

are not to be duplicated or copied without the consent of the

Consultant. Do not scale this drawing.
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Waterloo, ON, N2V 1Y8
Phone: 519-725-3555
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Project Number: 24023

Consulting Engineersl,
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GENERAL DEMOLITION NOTES

'ER’ DENOTES EXISTING ITEM TO REMAIN.
—  EXISTING ELECTRICAL EQUIPMENT NOT SHOWN SHALL REMAIN UNLESS NOTED OTHERWISE.

— 'R’ INDICATES EXISTING ITEM TO BE RELOCATED. REFER TO RENOVATION DRAWINGS AND
RELOCATE DEVICE AND WIRING TO SUIT. UNLESS OTHERWISE NOTED.

— 'D’ INDICATES EXISTING ITEM TO BE DELETED. UNLESS OTHERWISE NOTED DISCONNECT AND
REMOVE NOTED DEVICE AND WIRING BACK TO SOURCE.

—  ALL MATERIALS REMOVED UNDER DEMOLITION, NOT TO BE RELOCATED OR DESIGNATED TO
BE TURNED OVER TO THE OWNER, SHALL BECOME PROPERTY OF THE CONTRACTOR AND
SHALL BE REMOVED COMPLETELY FROM THE SITE.

SPECIFIC _DEMOLITION NOTES

1 INDICATES APPROXIMATE LOCATION OF EXISTING FIRE ALARM CONTROL PANEL, NOTIFIER
SYSTEM 500. THIS PANEL SHALL BE DISCONNECTED AND REMOVED COMPLETE.
CONTRACTOR SHALL RETAIN EXISTING 120V POWER FEED FOR RECONNECTION TO NEW
PANEL. REFER TO RENOVATION DRAWING FOR FURTHER DETAILS.

2  INDICATES APPROXIMATE LOCATION OF EXISTING ANNUNCIATOR PANEL TO BE DISCONNECTED
AND REMOVED COMPLETE. CONTRACTOR SHALL RE—USE EXISTING BACK BOX AND CONDUIT
TO FIRE ALARM CONTROL PANEL LOCATION. GRAPHIC SHALL REMAIN AS IS. REFER TO
RENOVATION DRAWING AND FIRE ALARM RISER DIAGRAM FOR FURTHER DETAILS.

PROJECT:

GRAFTON PUBLIC SCHOOL
INTERIOR RENOVATIONS

654 Station Road, Colborne, ON
KPRDSB - GRAFTON PUBLIC SCHOOL

DRAWING:

PARTIAL GROUND
FLOOR - DEMOLITION
PLANS
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L7

7  CONNECT NEW FIRE ALARM SIGNALING DEVICE TO EXISTING LOCAL SIGNALING CIRCUIT AS
INDICATED ON FIRE ALARM RISER DIAGRAM. RE-VERIFY PORTIONS OF ALARM SYSTEM TO
CAN/ULC—S537. REFER TO DRAWING E401 AND TO SPECIFICATIONS FOR FURTHER DETAILS 11
AND REQUIREMENTS.

INDICATED DEVICES SHALL BE MOUNTED IN MILLWORK CONTROL PANEL. REFER TO
SPECIFICATIONS FOR FURTHER DETAILS.

The contractor shall verify all dimensions and report all errors

g'?d dw;gepancues to the Consultant before commencement of
e Wo

The drawings show general arrangement of services. Follow as

closely as actual building construction will permit. Obtain

approval for relocation of service from Consultant before

commencement of the work.

The drawings do not indicate all offsets fitting and accessories

whi%ht.moy be required. Provide the same to meet the required

conditions.

Drawings and specifications, etc., prepared and issued by the

consultant are the property of the consultant and must be

returned at the completion of the pro{ect. These documents

are not to be duplicated or copied without the consent of the

Consultant. Do not scale this drawing.
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55 Northland Road,
Waterloo, ON, N2V 1Y8
Phone: 519-725-3555

Fax: 519-725-2515
Website: deiassociates.ca
Project Number: 24023

Consulting Engineersl,
MECHANICAL | ELECTRICAL | AQUATIC
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GENERAL RENOVATION NOTES NEW PANEL 'PP—H
—  ’ER’ INDICATES EXISTING ITEM TO REMAIN. ,Xﬁg’;?ﬁ; P1,2§¢24O VoLTS
N MAINS: 225A
—  'REL’ INDICATES EXISTING ITEM IN RELOCATED POSITION. PARTIAL GROUND FLOOR — RENOVATION PLANS MOUNTING:  RECESSED
—  ALL DEVICES SHOWN ARE NEW UNLESS OTHERWISE NOTED. SCALE: 1:100
EXISTING ELECTRICAL EQUIPMENT NOT SHOWN SHALL REMAIN UNLESS OTHERWISE NOTED KINDERGARTEN S LTS _15A ™, 154
- : ROOM 9 KINDERGARTEN LTS _20A 15A
—  MAINTAIN SERVICE TO ALL EXISTING DEVICES TO REMAIN. SPARE _15A ¢~ 15A
—  REVISE PANEL DIRECTORIES TO SUIT CHANGES (TYPED). SPARE 154 &3 154
ROOM 8A LTS _15A 15A
ROOM 8B LTS _15A 15A
SPECIFIC RENOVATION NOTES ROOM 8C LTS _15A ¢~ 15A
ROOM 132 LTS _15A ¢~ 15A
1 REWORK EXISTING LIGHTING CIRCUIT MADE AVAILABLE DURING DEMOLITION TO SUIT NEW 8  INDICATES NEW DETECTOR TO BE CONNECTED TO EXISTING LOCAL INITIATING CIRCUIT AS 12 INDICATES EXISTING EMERGENCY BATTERY UNIT IN RELOCATED POSITION. CONNECT TO EXISTING CIRCUIT, H/C DOOR OPENER 15A 15A
FIXTURES. NOTE: CLASSROOMS HAVE TWO SEPARATE LIGHTING CIRCUITS LOCATED AT INDICATED ON FIRE ALARM RISER DIAGRAM. RE—VERIFY PORTIONS OF ALARM SYSTEM TO EXTENDED/REWORKED DURING DEMOLITION. EXTEND EXISTING DC CIRCUIT WIRING TO REMOTE HEADS IR
SWITCHES. REWORK ONE EXISTING CIRCUIT TO SUIT NEW CONTROLS. CAN/ULC—S537. REFER TO DRAWING E401 AND TO SPECIFICATIONS FOR FURTHER DETAILS AND EXIT SIGNS SUPPORTED BY THIS UNIT. SPARE _15A s 15A
AND REQUIREMENTS. SPARE _15A ¢~ 15A
2 CONNECT INDICATED FIXTURES TO EXISTING CIRCUIT AND CONTROLS FROM CORRIDOR HOS. 13 INDICATES NEW GFI RECEPTACLES. CONTRACTOR SHALL CONNECT TO EXISTING CIRCUIT MADE AVAILABLE STAFF/TEACHERS ROOM LTS _15A 15A
3 PROVIDE 120V POWER AND FIRE ALARM CONNECTIONS TO SMOKE/FIRE DAMPER WITH 9 322,15’:?2?303#’;%%'}%3,5&5& %’ﬁ‘,ﬁhg%gﬁg‘ﬁﬁgﬁ Eﬁg&m PANEL. RECONNECT DURING DEMOLITION. KINDERGARTEN ROOM LTS _15A ¢~ 15A
INTEGRAL SMOKE DETECTOR AS INDICATED ON FIRE ALARM RISER AND ANNUNCIATOR 14 NOT USED GIRLS SHOWER LTS 15A -~ 15A
SCHEDULE. ADD TROUBLE SIGNAL TO FIRE ALARM PANEL FOR SUPERVISION OF POWER. REPLACEMENT PANEL SHALL BE AS FOLLOWS: . o o
ALARM SIGNAL TO INTEGRAL SMOKE DETECTOR SHALL BE CONNECTED TO LOCAL DETECTION : IT ROOM LTS _15A 4= 15A
ZONE. COORDINATE EXACT LOCATION AND CONNECTION REQUIREMENTS WITH MECHANICAL 15  INDICATES LOCATION OF WIRELESS SPEAKER FOR CORRIDOR AUDIO KIT. SPARE _15A <~ 15A
CONTRACTOR. SMOKE/FIRE DAMPER AND ASSOCIATED INTEGRAL SMOKE DETECTOR IS TO BE PROVIDE INTERIOR AND TRIM SPARE 20A 15A
PROVIDED AND INSTALLED BY MECHANICAL CONTRACTOR. REFER TO SPECIFICATIONS FOR 120/208V, 3PH, 4W, 225A BUS, 22KA RATED 16 PROVIDE COMMUNICATION ZONE CONDUITS C/W BUSHINGS AS REQUIRED BETWEEN IT ROOM AND CABLE o o
FURTHER DETAILS AND REQUIREMENTS. MAIN LUGS ONLY MANAGEMENT SYSTEM. SPARE _20A s S0A
RECESSED EF—101 )STAFF 17A EXH. FAN _15A 2P
4 INDICATES APPROXIMATE LOCATION OF EXISTING IT SERVER RACK IN RELOCATED 100% NEUTRAL 17 INDICATES LOCATION OF WIRELESS SPEAKER FOR CLASSROOM AUDIO KIT. EF—102 ) IT ROOM EXH FAN 15A 15A
POSITION. CONTRACTOR SHALL PULL—BACK ALL (150) COMM CABLES THROUGH CEILING 60 CIRCUITS FSb 08B/CORRIDOR HOG 154 8 6 1oA
DR EIOUSLY TR oA N SERaR e e G FIE oA R G BOX TYPE 1 18  INDICATES DEVICES TO BE INSTALLED AT HIGH LEVEL FOR PROJECTOR TO A MAXIMUM OF 3048mm 08A EQUIPMENT REC. Top o ToA
REFER TO TELECOM SPEC FOR CABLE TERMINATION /TESTING REQUIREMENTS : C/W NEW BREAKERS AS NOTED IN PROPOSED PANEL SCHEDULE AFF. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT WITH SCHOOL BOARD REPRESENTATIVE PRIOR Q : o o
: TO ROUGH—IN. REFER TO PROJECTION SCREEN LAYOUT DETAIL F/E102. 088 EQUIPMENT REC. _15A 15A
5  INDICATES APPROXIMATE LOCATION OF EXISTING FIBRE OPTIC CORNING BOX MOUNTED ON PROVIDE_ONE (1) 1" SPARE CONDUIT UP TO ACCESSIBLE CEILING SPACE FROM NEW 08C EQUIPMENT REC. _15A 15A
WALL ABOVE MAN-DOOR IN RELOCATED POSITION. CONTRACTOR SHALL PULL—BACK/REWORK PANEL. TERMINATE CONDUIT IN 152mmX152mmX102mm (6°X6"X4”) JUNCTION BOXES IN 19 FEED DWCATeD DEVICE USING SURFACE METAL RACEWAY EQUAL TO WIREMOLD SERIES V700. REFER TO STAFF 17 REC. _15A ¢~ 15A
EXISTING CABLING AND CONDUIT, THROUGH CEILING SPACE AS REQUIRED. RECONNECT TO CEILING SPACE. : 15A
SERVER RACK.
CONTRACTOR SHALL PROVIDE NEW LAMICOID TAG AND LABEL PANEL AS "PP—H". 20 CONNECT EXIT SIGN INDICATED TO EXISTING LOCAL EXIT SIGNAGE CIRCUIT. 15A
6 PROVIDE COPPER GROUND BUS C/W #6 CU INSULATED WIRE AND CONNECT TO MAIN 15A
BUILDING GROUND. 10 RE—WORK EXISTING LINE AND LOAD SIDE WIRING THROUGH POWER PACK TO SUIT. 21 CONNECT TO EXISTING LIGHTING CIRCUIT MADE AVAILABLE DURING DEMOLITION TO SUIT NEW FIXTURES. 15A
REFER TO C/E102. POWER PACK TO BE INSTALLED ABOVE ACCESSIBLE CEILING SPACE IN 1oA
FINISHED AREAS.

KINDERGARTEN ROOM PLUGS
OUTSIDE PLUG/HALL PLUG
EMER. LTS WEST RM/CLOCKS
H/C GFI REC. ROOM 9
ROOM 128 PLUGS

8A GFI REC

ROOM 133 PLUGS

HALL PLUGS

PLUGS

EMERG. LTS GYM

SPARE

SPARE

EXHAUST FAN

IT ROOM RECEP.

STAFF ROOM FRIDGE

ROOM 129 LTS
HALL/CORRIDOR HO6 LTS
ROOF FAN UNIT

8B GFl RECEPTACLES
8A EQUIPMENT REC.
8B EQUIPMENT REC.
8C EQUIPMENT REC.
8C GFl RECEPTACLES
STAFF 17A REC.
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NOTE: THE INDICATED PANEL ASSEMBLY MUST HAVE AN INTERRUPTING CAPACITY OF 22,000A.
PROVIDE BY EITHER FULLY RATED BREAKERS OR INTEGRATED EQUIPMENT RATING WITH THE

UPSTREAM BREAKER.

BBA

BARRY BRYAN DESIGN BY: DOG coNTRoL:
ASSOCIATES MEK

Architects DRAWN BY: % COMPLETE:
Engineers MEK

Project Managers CHECKED BY: INITIAL:

250 Water Street JJ

Whitby, Ontario

L1N 0G5 FEB 2024

SCALE:
Tel: (905) 666-5252

Fax: (905) 666-5256 AS NOTED
e-mail: bba@bba-archeng.com FILE:
PROJECT NO: DRAWING NO:

24006 E301




GRAPHIC :
R

]

' NEW FIRE ALARM
CONTROL PANEL

'MAIN PANEL’

™\— ANNUNCIATOR
PANEL

1/

§) .

PANEL

120/240V /~ MAIN
1-PH, 600A DISCONNECT
= SWITCH
/ ] [ yr ] l',%b"IER
/ V4 / — CONDUIT STUB—UPS
ELECTRICAL — o, __/ BELL—| METERING (SHOWN FOR REFERENCE)
ROOM FIBRE BOX CABINET L) il
ﬁiﬁlﬂ ”
Il

O

=— EXISTING 2" PVC (FIBRE) CONDUIT
RUNNING IN CEILING SPACE

O

~

)

L

— IT RACK

PARTIAL GROUND FLOOR

POWER AND SYSTEMS

——
[—— Y
t]Ed
— U
—
L
=
NEW 2" PVC CONDUIT/CABLE
IN THE PULLED BACK POSITION. .
K eLASSRooN K@‘Tﬁ” IN CEILING SPACEx’ 1
o]
- H
ajjn 4
| g i { ] — R FIBRE
7 = OPTIC
H {‘u U U U U o
I.T. ROOM
o
CORRIDOR
[hos ] —_
—
\ / [ B
STAFF [ — =
KINDERGARTEN 7 ] CORRIDOR
CM - o5 ]
o
WR
=
KINDERGARTEN
CLASSROOM
O — —
t]Ed

RENOVATION PLAN

SCALE: 1:100

The contractor shall verify all dimensions and report all errors

g'?d dls;'ﬁ['epan01es to the Consultant before commencement of
e Wo

The drawings show general arrangement of services. Follow as

closely as actual building construction will permit. Obtain

approval for relocation of service from Consultant before

commencement of the work.

The drawings do not indicate all offsets fitting and accessories

whi%ht.moy be required. Provide the same to meet the required

conditions.

Drawings and specifications, etc., prepared and issued by the

consultant are the property of the consultant and must be

returned at the completion of the pro{ect. These documents

are not to be duplicated or copied without the consent of the

Consultant. Do not scale this drawing.
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GENERAL RENOVATION NOTES

— 'ER’ DENOTES EXISTING ITEM TO REMAIN.

—  EXISTING ELECTRICAL EQUIPMENT NOT SHOWN SHALL REMAIN UNLESS NOTED OTHERWISE.

— 'R’ INDICATES EXISTING ITEM TO BE RELOCATED. REFER TO RENOVATION DRAWINGS AND
RELOCATE DEVICE AND WIRING TO SUIT. UNLESS OTHERWISE NOTED.

— 'D’ INDICATES EXISTING ITEM TO BE DELETED. UNLESS OTHERWISE NOTED DISCONNECT AND
REMOVE NOTED DEVICE AND WIRING BACK TO SOURCE.

— ALL LIGHTING FIXTURES BEING RELOCATED SHALL BE CLEANED AND CHECKED PRIOR TO
BEING REINSTALLED.

—  ALL MATERIALS REMOVED UNDER DEMOLITION. NOT TO BE RELOCATED OR DESIGNATED TO
BE TURNED OVER TO THE OWNER, SHALL BECOME PROPERTY OF THE CONTRACTOR AND
SHALL BE REMOVED COMPLETELY FROM THE SITE.

SPECIFIC _RENOVATION NOTES

1 INDICATES APPROXIMATE LOCATION OF NEW FIRE ALARM CONTROL PANEL, NOTIFIER
NFS—320SYS C/W BACKBOX/TUB, DOOR, LED ANNUNCIATOR PANEL AND PASSIVE GRAPHICS
PROVIDED AS PART OF THIS SCOPE OF WORK. UTILIZE EXISTING 120V CIRCUIT MADE
AVAILABLE DURING DEMOLITION. REFER TO E401 FOR FURTHER DETAILS.
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INCLUDE FULL VERIFICATION OF ENTIRE SYSTEM
TO SUIT CONTROL PANEL REPLACEMENT PER
CAN/ULC S537 INCLUDING TESTING/INSPECTION
OF UNMODIFIED PORTIONS OF EXISTING SYSTEM
BEING RECONNECTED PER CAN/ULC S536.

FIRE ALARM
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NEW CONDUCTORS IN
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REQUIRED BY

MANUFACTURER

EXISTING
GRAPHIC TO
REMAIN

UNIT

TYPICAL
EXISTING
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GROUND LEVEL

NOTES

10

11

12

REFER TO FLOOR PLANS FOR EXACT LOCATION AND QUANTITIES OF DEVICES.

CONTRACTOR IS TO CONFIRM WIRE SIZE (BASED UPON LENGTH OF CIRCUIT RUN AND QUANTITY OF
SIGNALS) FOR SIGNAL CIRCUIT WITH MANUFACTURER.

LOCATE END OF LINE RESISTORS AND ISOLATOR MODULES IN SERVICE ROOMS AT +1.8M AFF.
PROVIDE LAMICOID LABEL INDICATING ZONE LABEL AND NUMBER.

COORDINATE WITH OWNER’S SECURITY VENDOR/MONITORING COMPANY AND PROVIDE THE
NECESSARY CONDUCTORS TO INTERFACE THE TWO PANELS TO ALLOW ALARM AND (X3) TROUBLE
CONDITIONS (PER SPECIFICATIONS) TO BE MONITORED AND REPORTED. EXISTING ULC MONITORING
TO BE RECONNECTED BY OWNER'S SECURITY VENDOR/MONITORING COMPANY.

WITHIN THE FIRE ALARM CONTROL PANEL, PROVIDE A MINIMUM 2 NORMALLY OPEN DRY CONTACTS
RATED FOR 120V AC AT 1.0 AMP. PROVIDE WIRING AND CONNECTION FROM THESE CONTACTS TO
THE EXISTING ROOFTOP HVAC UNITS FOR SHUTDOWN UPON ACTIVATION OF ASSOCIATED DUCT
DETECTORS. THESE CONTACTS ARE TO CLOSE WHEN THE RESPECTIVE DEVICE IS INITIATED.

INDICATES FIRE ALARM ZONE JUNCTION BOX C/W TERMINAL BLOCK FOR EXTENSION AND
RECONNECTION OF EXISTING CIRCUIT WIRING TO REPLACEMENT FIRE ALARM CONTROL PANEL.
QUANTITY SIX (6) EXISTING INITIATING ZONE CIRCUITS ARE TO BE EXTENDED AND RECONNECTED.
ALL EXISTING NOTIFICATION CIRCUITS ARE TO BE EXTENDED AND RECONNECTED. THE JUNCTION BOX
C/W TERMINAL BLOCK FOR EXTENSION AND RECONNECTION OF EXISITNG CIRCUITS WILL BE ABOVE
EXISTING CEILING, ACCESS PANEL BY GENERAL TRADES.

IT IS THE INTENTION OF THIS FIRE ALARM CONTROL PANEL REPLACEMENT TO INCLUDE A NEW
COMPATIBLE REMOTE ANNUNCIATOR IN PLACE OF THE EXISTING. UTILIZE EXISTING RACEWAY AND
PROVIDE NEW CONDUCTORS TO SUIT MANUFACTURERS REQUIREMENT FOR THE REPLACEMENT
SYSTEM. REPLACEMENT REMOTE ANNUNCIATOR TO INCLUDE ALL EXISTING AND NEW ZONES PER
ZONE SCHEDULE.

INDICATES FIRE/SMOKE DAMPER ASSEMBLY C/W CONTACTS FOR ALARM AND LINE VOLTAGE POWER
TROUBLE CONDITION. CONNECT ALARM CONTACT TO NEW MONITOR MODULE FROM EXISTING
RESPECTIVE FLOOR ALARM ZONE AND DAISY CHAIN BETWEEN EACH DAMPER PER FLOOR. CONNECT
DAMPER ASSEMBLY CONTACTS TO NEW MONITOR MODULE ON NEW ALARM ZONE AND DAISY CHAIN
BETWEEN EACH DAMPER PER FLOOR. FIRE/SMOKE DAMPER ASSEMBLY BY MECHANICAL TRADE.

INDICATES NEW ADDRESSABLE LOOP FOR REQUIRED FIRE ALARM CONNECTIONS TO FIRE/SMOKE
DAMPER WITH INTEGRAL DUCT DETECTOR. REFER TO FIRE ALARM SPECIFICATIONS. COORDINATE
EXACT LOCATION/CONNECTION REQUIREMENTS WITH MECHANICAL CONTRACTOR. FIRE/SMOKE DAMPER
AND ASSOCIATED DUCT DETECTOR TO BE PROVIDED AS COMPLETE UL/ULC ASSEMBLY AND
INSTALLED BY MECHANICAL CONTRACTOR. PROVIDE FIRE ALARM SYSTEM MONITORING MODULE(S)
PER FIRE/SMOKE DAMPER AND CONNECT TO DUCT DETECTOR ALARM AND 120V POWER CONTACT
POINTS FOR ALARM SIGNAL AND TROUBLE CONDITION. A TROUBLE CONDITION SHALL BE ACTIVATED
DUE TO THE LOSS OF AC POWER TO THE DAMPER ASSEMBLY, AT THE MAIN CONTROL PANEL,
CONSISTING OF AUDIBLE AND VISUAL TROUBLE SIGNAL UNTIL ACKNOWLEDGED BY OPERATOR.
PROVIDE 120V AC POWER CONNECTION TO EACH FIRE/SMOKE DAMPER ASSEMBLY AS SHOWN ON
PLANS.

INDICATES BOOSTER NOTIFICATION CIRCUIT DEVICES TO SUIT QUANTITY OF NEW SIGNAL DEVICES
PER FLOOR. UTILIZE BRANCH LEG OF EXISTING FIRE ALARM SYSTEM POWER FEED AS 120V
SOURCE FOR ANY REQUIRED BOOSTERS.

THE MANUFACTURER AND ELECTRICAL CONTRACTOR ARE TO INCLUDE IN THEIR BID THE COST TO
REPLACE ALL EXISTING INCOMPATIBLE CONVENTIONAL TYPE SMOKE DETECTORS TO SUIT CONTROL
PANEL REPLACEMENT. REFER TO FLOOR PLANS FOR QUANTITIES OF DETECTORS TO BE REPLACED.
EXISTING DEVICES INCLUDE SMOKE DETECTORS, HEAT DETECTORS, AND DUCT SMOKE DETECTORS.

INDICATES NEW DETECTOR ON NEW ADDRESSABLE LOOP TO BE CROSS—ZONED WITH EXISTING
LOCAL CONVENTIONAL FLOOR ZONE AS INDICATED.

The contractor shall verify all dimensions and report all errors

g'?d dw;gepancues to the Consultant before commencement of
e Wo

The drawings show general arrangement of services. Follow as

closely as actual building construction will permit. Obtain

approval for relocation of service from Consultant before

commencement of the work.

The drawings do not indicate all offsets fitting and accessories

whi%ht.moy be required. Provide the same to meet the required

conditions.

Drawings and specifications, etc., prepared and issued by the

consultant are the property of the consultant and must be

returned at the completion of the pro{ect. These documents

are not to be duplicated or copied without the consent of the

Consultant. Do not scale this drawing.

© 2024 DEI & Associates Inc.

Kawartha Pine Ridge

FIRE ALARM ANNUNCIATOR SCHEDULE (Ex DENOTES EXISTING ZONE)

Zone Description Alarm Supervisory
1 NORTH UPPER FLOOR (EX) .

2 SOUTH GROUND FLOOR (EX) .

3 GYM (EX) .

4 ROOFTOP UNIT#1 (EX) .

5 ROOFTOP UNIT#2 (EX) .

6 OUTSIDE STORAGE (EX) .

7 GROUND FLOOR FIRE/SMOKE DAMPERS .

8 SPARE .

9 SPARE .

10 SPARE .

11 SPARE °
12 SPARE

NO. ISSUES DATE BY
1 ISSUED FOR COORDINATION 07.02.24 | MEK
2 ISSUED FOR TENDER REVIEW 23.02.24 | MEK
3 ISSUED FOR TENDER 11.03.24 | MEK
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